Portable CNC Scenario: Calls from One LSP
to Another LSP: CNC Number is Not Ported

LSP B Tandem queries only

LSP A LNP
Database
LSP A EO queries

only CNC calls that
make it on choke TG,

Dabase returns
Dialed Number

LSPC
Tandem

EO Routes CNC
on Looparound T
No LNP Query

Remainder of routing
based on CNC

-

————

Cust Dials CNC-XXXX

CNC calls that make it

on choke TG and routes

based on CNC, according to local
interconnection agreement

. I I g

LSPB
Tandem

LLSP LNP
Database

Database returns
Dialed Number

- = . - - - - - - - - - -

Target #

LSP B EO Routes
CNC to Choke
TG to AT - No
LNP Query

Issued by LNPA Working Group

Page 25

February 18, 1998



Portable CNC Scenario: Mass Calling Target on
Multiple EOs in LSP Network
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Impact on IXC Networks
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Comparison of Approaches

CNCs ARE LRN CNCs ARE NOT LRN
PORTABLE PORTABLE
All LSPs on nearly New LSPs Dependent
equal basis on Incumbent
Makes use of LRN Requires new
and choke infrastructure
Infrastructure
Consistent with FCC Inconsistent with FCC
Criteria for Portability Criteria for Portability
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Summary

¢ Allow CNCs to be LRN portable
— Portable CNCs make use of existing infrastructure

— Non-LRN arrangements for portability are
cumbersome, potentially costly, and not consistent

with LNP goals

¢ LRN Implementation Recommendations
— Existing CNCs for Mass Calling are LRN Portable
— Unassigned CNCs are pooled

— Choke before LRN query

— Assign Choke LRN to each Local Service
Provider
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